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1
POSITION DETECTION APPARATUS,
IMPRINT APPARATUS, AND POSITION
DETECTION METHOD

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation divisional of U.S. patent
application Ser. No. 13/523,717 filed on Jun. 14, 2012, which
claims priority from Japanese Patent Application No. 2011-
137820 filed Jun. 21, 2011. U.S. patent application Ser. No.
13/523,717 and Japanese Patent Application No. 2011-
137820 are hereby incorporated by reference herein in their
entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a position detection appa-
ratus which detects a relative position between two different
objects, an imprint apparatus, and a position detection
method.

2. Description of the Related Art

Imprint technology is technology for forming a fine pattern
on a substrate by using a mold having a pattern. For example,
such an imprint technology includes photo-curing method. In
the imprint technology using photo-curing method, first, a
resin (imprint resin, photo curable resin) which serves as an
imprint material is supplied to a shot which serves as an
imprint region on a substrate (wafer). The resin is cured by
bringing the resin into contact with a pattern of the mold
(imprinting) and radiating light while the resin and the pattern
are in contact with each other. The resin pattern is formed on
the substrate by separating the mold from the cured resin.

When the resin on the substrate and the mold are imprinted,
it is necessary to accurately align the substrate and the mold.
In order to align the substrate and the mold in the imprint
apparatus, a die by die alignment is performed by detecting
marks formed in the mold and marks formed in the substrate
in each shot is well known.

U.S. Pat. No. 7,292,326 discusses an imprint apparatus
including an alignment mark detection mechanism for detect-
ing marks used in an alignment. As the marks used in the
alignment, diffraction gratings are arranged in each of a mold
and a substrate. The diffraction grating in the mold side is a
diffraction grating having a period in a measurement direc-
tion, and the diffraction grating in the substrate side is a
checkerboard shaped diffraction grating having periods in
each of a measurement direction and a direction orthogonal to
the measurement direction (a non-measurement direction).
Both an illumination optical system for illuminating the dif-
fraction gratings, and a detection optical system for detecting
a diffracted light from the diffraction gratings are disposed to
be inclined from a direction orthogonal to the mold and the
substrate toward the non-measurement direction. That is, the
illumination optical system is configured to illuminate the
diffraction gratings at an oblique incidence from the non-
measurement direction. The light having entered the diffrac-
tion gratings at an oblique incidence is diffracted in the non-
measurement direction by the checkerboard shaped
diffraction grating disposed in the substrate, and the detection
optical system is disposed to detect only a single diffracted
light other than a zero-order diffracted light with respect to
the non-measurement direction.

That is, U.S. Pat. No. 7,292,326 discusses a method in
which only a single diffracted light is detected. Accordingly,
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2

an amount of diffracted light from the diffraction grating is
small, and it is difficult to detect a mark used for alignment.

SUMMARY OF THE INVENTION

The present invention is directed to allowing a mark to be
easily detected by making an amount of diffracted light from
the mark used in an alignment large.

According to an aspect of the present invention, a position
detection apparatus includes an illumination optical system
for illuminating a first diffraction grating having periods in
each of a first direction and a second direction different from
the first direction, and a second diffraction grating having a
period different from the period in the second direction of the
first diffraction grating in the second direction, at an oblique
incidence, and a detection optical system for detecting dif-
fracted light from the first diffraction grating and the second
diffraction grating. A relative position of the first diffraction
grating and the second diffraction grating is detected based on
the detected diffracted light. The illumination optical system
includes a plurality of light intensity distributions in the first
direction except for on an optical axis of the detection optical
system, in a pupil plane thereof.

Further features and aspects of the present invention will
become apparent from the following detailed description of
exemplary embodiments with reference to the attached draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are incorporated in
and constitute a part of the specification, illustrate exemplary
embodiments, features, and aspects of the invention and,
together with the description, serve to explain the principles
of the invention.

FIG. 11is aview illustrating an imprint apparatus according
to a first exemplary embodiment of the present invention.

FIG. 2 is a view illustrating a position detection apparatus
according to the first exemplary embodiment of the present
invention.

FIG. 3 is a view illustrating a position detection apparatus
according to the first exemplary embodiment of the present
invention.

FIG. 4 is a view illustrating distribution of illumination
pupils of the position detection apparatus according to the
first exemplary embodiment of the present invention.

FIGS. 5A to 5D are views illustrating alignment marks
generating moiré stripe patterns.

FIGS. 6A and 6B are views illustrating alignment marks in
an X-direction according to the first exemplary embodiment
of the present invention.

FIGS. 7A and 7B are views illustrating diffracted light of
the alignment marks according to the first exemplary embodi-
ment of the present invention.

FIGS. 8A and 8B are views illustrating alignment marks in
aY-direction in the first exemplary embodiment of the present
invention.

FIG. 9 is a view illustrating that the position detection
apparatus according to the first exemplary embodiment of the
present invention detects alignment marks in the X-direction
and the Y-direction.

FIG. 10 is a view illustrating distribution of illumination
pupils of a position detection apparatus according to a second
exemplary embodiment of the present invention.

FIGS. 11A and 11B are views illustrating alignment marks
in an X-direction according to the second exemplary embodi-
ment of the present invention.
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FIGS.12A and 12B are views illustrating diffracted light of
the alignment marks according to the second exemplary
embodiment of the present invention.

FIGS. 13A and 13B are views illustrating alignment marks
in a Y-direction in the second exemplary embodiment of the
present invention.

FIG. 14 is a view illustrating an imprint apparatus accord-
ing to a third exemplary embodiment of the present invention.

DESCRIPTION OF THE EMBODIMENTS

Various exemplary embodiments, features, and aspects of
the invention will be described in detail below with reference
to the drawings.

An imprint apparatus according to the first exemplary
embodiment will be described with reference to FIG. 1.

FIG. 1is a schematic view illustrating a configuration of an
imprint apparatus according to the first exemplary embodi-
ment. The imprint apparatus is an apparatus for molding an
imprint material (resin) supplied to a substrate which is an
object to be processed with a mold to transfer a pattern onto
the substrate. For example, the imprint apparatus is used to
manufacture a device such as a semiconductor device. In the
following drawings, the X-axis and Y-axis orthogonal to each
other are set on a plane parallel to the substrate and the mold,
and the Z-axis is set in a direction orthogonal to the X-axis
and the Y-axis.

The imprint apparatus 1 includes a irradiation unit 2, a
detectionunit 3, amold holding unit 4, a substrate stage 5, and
an applying mechanism 6.

The irradiation unit 2 is a irradiation apparatus for radiating
light to cure aresin 9 while a mold 7 having an uneven pattern
7a and the resin 9 supplied to the substrate 8 are in contact
with each other. The irradiation unit 2 includes a light source
(not shown). The irradiation unit 2 may include a plurality of
optical elements for uniformly radiating the light in a prede-
termined shape exiting from the light source to a region of the
pattern 7a which is a radiated surface. The irradiation region
(irradiation range) of the light can correspond to an area of the
region of the pattern 7a or can be larger than the area to a small
extent. This is because the mold 7 or the substrate 8 can be
restrained from expanding due to heat accompanied by the
irradiation and the pattern transferred to the resin 9 can be
prevented from being positionally displaced or distorted by
minimizing the irradiation region. Moreover, this is also
because an operation of the applying mechanism is restrained
from becoming abnormal later due to the light reflected on the
substrate 8 reaching the applying mechanism 6 to cure the
resin left in a discharge port of the applying mechanism 6.

The light source may be, for example, a high-pressure
mercury lamp, an excimer lamps, an excimer laser, a light
emitting diode, or the like. Here, since a photo curable resin
which canbe cured witha UV light is used as the resin 9, a UV
light is radiated from the light source. However, a wavelength
of the light radiated from the light source may be properly
determined according to the used resin. Further, the present
invention is not limited by the type, number, or wavelength of
the light source.

The detection unit 3 (position detection apparatus) detects
marks to align the mold 7 and the substrate 8 relatively cor-
responding to each other. Specifically, a relative position of
the mold 7 and the substrate 8 may be measured by optically
detecting an alignment mark 10 formed in the mold 7 and an
alignment mark 11 formed in the substrate 8. An optical axis
of'the detection unit 3 is arranged to be vertical to the mold or
the substrate. The detection unit 3 is arranged to be movable
in the X-direction and the Y-direction according to the posi-
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tions of the alignment marks 10 and 11. Further, the detection
unit 3 is movable in the Z-direction to adjust a focus of the
optical system to the positions of the alignment marks. After
the alignment marks are detected, the substrate stage 5 or the
below-described magnification calibrating mechanism are
controlled based on information regarding the measured rela-
tive position between the mold 7 and the substrate 8.

The mold holding unit 4 includes a mold chucking mecha-
nism for pulling the mold 7 by a vacuum suction force or an
electrostatic force to hold the mold 7. Further, the mold hold-
ing unit 4 includes a mold driving mechanism (not shown) for
thrusting the mold 7 to the resin 9 supplied to the substrate 8.
The mold driving mechanism can move the mold 7 in the
Z-direction. In addition, the mold holding unit 4 includes a
mold magnification calibrating mechanism (not shown) for
deforming the mold 7 in the X-direction and the Y-direction to
calibrate the distortion of the pattern.

The substrate stage 5 includes a substrate chucking mecha-
nism for pulling the substrate 8 with a vacuum suction force
or an electrostatic force to hold the substrate 8. The substrate
stage 5 is a substrate holding unit for allowing the substrate 8
to move on the XY plane while holding the substrate 8.

The imprinting and separating operations of the imprint
apparatus 1 may be realized by moving the mold holding unit
4 (mold 7) in the Z-direction, or the substrate stage 5 (sub-
strate 8) may be moved in the Z-direction. Further, both the
mold 7 and the substrate 8§ may be moved.

The applying mechanism 6 is a supply apparatus for sup-
plying the resin 9 to the substrate 8. The applying mechanism
6 includes a nozzle for supplying the resin 9. The applying
mechanism 6 may not be disposed within the imprint appa-
ratus 1, or may be disposed outside the imprint apparatus 1.
For example, the substrate 8 to which the resin is supplied in
advance by an external applying mechanism may be intro-
duced into the imprint apparatus 1. According to the configu-
ration, since an applying process within the imprint apparatus
1 is eliminated, a processing time in the imprint apparatus 1
can be shortened. Further, since the applying mechanism 6
becomes unnecessary, manufacturing costs of the entire
imprint apparatus 1 can be reduced.

The mold holding unit 4 holds the mold 7 such that a
surface of the mold 7 having an uneven pattern 7a faces the
substrate 8. The predetermined uneven pattern 74 is formed
on the surface of the mold 7 facing the substrate 8. The mold
7 is a mold where a predetermined pattern (for example, a
circuit pattern, or the like) is formed in a 3-dimensional shape.
In order to radiate the light to the resin 9 through the mold 7,
the mold 7 is made of a light transmitting material. The
material may be, for example, quartz, or the like.

The substrate 8 is, for example, a processed object such as
asemiconductor water made of a single crystal silicon, a glass
substrate, or the like. The resin 9 (imprint material) is sup-
plied to a surface (processed surface) of the substrate 8.

In the present exemplary embodiment, a photo curable
resin having a property of being cured while receiving a UV
light is used as the resin 9. A material of the resin 9 is properly
selected according to the type of semiconductor device to be
manufactured.

Next, an imprint processing of the imprint apparatus 1 will
be described. First, the substrate 8 is conveyed into the sub-
strate stage 5 by a substrate conveying unit (not shown), and
the substrate 8 is mounted onto the substrate stage 5. The
substrate 8 held by the substrate stage 5 is moved to an
applying position to apply the resin 9 on a surface of the
substrate 8 using the applying mechanism 6. Thereafter, in an
applying process, the applying mechanism 6 supplies the
resin 9 to a predetermined shot (imprint region) of the sub-
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strate 8. Next, the substrate stage 5 is moved such that the shot
to which the resin 9 is supplied is positioned directly below
the mold 7. Next, the pattern 7a formed in the mold 7 is
imprinted into the resin 9 supplied to the substrate 8 (an
imprinting process) by driving the mold driving mechanism.

Then, the resin 9 flows along the pattern 7a by the imprint-
ing process of the mold 7. More specifically, the resin 9 is
filled in a recessed portion of the pattern 7a. In this state, the
alignment marks 10 and 11 formed in the substrate 8 and the
mold 7 are detected by the detection unit 3. As the substrate
stage 5 is moved, a pattern surface of the mold 7 and an
applying surface of the substrate 8 are aligned, and a magni-
fication of the mold 7 is calibrated by the magnification cali-
brating mechanism. In the step where the filling of resin 9 in
the pattern 7a, alignment of the mold 7 and the substrate 8,
and the calibration of the magnification of the mold 7 has been
sufficiently performed, the irradiation unit 2 radiates light
through the mold 7 and the resin 9 is cured by the light having
passed through the mold 7 (a curing process). In this case, the
detection unit 3 is retracted so as not to block a light passage
of'the light radiated from the irradiation unit 2. After the resin
9 is cured, the mold 7 and the substrate 8 are separated from
each other (a separating process), so that the pattern 7a of the
mold 7 is transferred onto the substrate 8.

Subsequently, a method of detecting an alignment mark 10
formed in the mold 7 and an alignment mark 11 formed in the
substrate 8 will be described in detail.

FIG. 2 is a schematic view illustrating an example of a
configuration of the detection unit 3 according to the present
exemplary embodiment. The detection unit 3 has a configu-
ration including a detection optical system 21 and an illumi-
nation optical system 22. FIG. 2 illustrates that an optical axis
of the detection optical system and an optical axis of the
illumination optical system are partially common.

The illumination optical system 22 guides the light from
the light source 23 onto the same optical axis as that of the
detection optical system 21 using an optical member such as
a prism 24 or the like to illuminate the alignment marks 10
and 11.

For example, a halogen lamp, an LED, or the like may be
used as the light source 23. The light radiated from the light
source 23 may have a wavelength different from a wavelength
of'the light radiated from the above-described irradiation unit
2. For example, a UV light is used as the light radiated from
the irradiation unit 2, and a visible ray or an infrared ray is
used as the light radiated from the light source 23.

The detection optical system 21 and the illumination opti-
cal system 22 share some of the optical members constituting
them, and the prism 24 is arranged on or in the vicinity of the
pupil plane of the detection optical system 21 and the illumi-
nation optical system 22. Each of the alignment marks 10 and
11 is configured with diffraction gratings. The detection opti-
cal system 21 forms an image of the pattern (moiré stripe
pattern) generated by the diffracted light from the alignment
mark 10 illuminated by the illumination optical system 22
and the diffracted light from the alignment mark 11 on an
image sensor 25. The image sensor 25 may employ a CCD, a
CMOS, or the like.

The prism 24 has a reflective film 24a for reflecting light at
aperiphery of a pupil plane of the illumination optical system
22 onabonding surface thereof. The reflective film 244 serves
as an aperture stop for defining a distribution form of pupil
intensities of the illumination optical system 22. Further, the
reflective film 24a serves as an aperture stop for defining a
size of the pupil of the detection optical system 21. In addi-
tion, the reflective film 24a defines a detection NA (NAo).
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The prism 24 may be not limited to a half prism or may be
half prism having a semi-transparent film on a bonding sur-
face thereof, or may be a plate-shaped optical element having
a reflective film formed on a surface thereof. Further, in order
to change the shape of the pupil of the illumination optical
system 22 or the detection optical system 21, the prism 24
may be replaceable with a prism having a shape of another
aperture by a changing mechanism such as a turret (not
shown), a slide mechanism, or the like. The location of the
prism 24 may not be arranged on or in the vicinity of the pupil
planes of the detection optical system 21 and the illumination
optical system 22.

Further, the aperture stop defining the distribution form of
the pupil intensities may not be arranged in the prism 24. For
example, as illustrated in FIG. 3, an aperture stop 26 is
arranged on a pupil plane of the detection optical system 21
and an aperture stop 27 is arranged on a pupil plane of the
illumination optical system 22. The aperture stop 26 defines
the size of the pupil of the detection optical system 21, and the
aperture stop 27 defines a distribution of the pupil intensities
of'the illumination optical system 22. In this case, a half prism
having a semi-transparent film on a bonding surface thereofis
used as the prism 24. The aperture stop 26 and the aperture
stop 27 may be changed to an aperture stop having a shape of
another aperture by a changing mechanism such as a turret
(not shown), or the like.

FIG. 4 illustrates a relationship between a distribution of
illumination pupils of the detection unit 3 and a detection NA
(NAo). FIG. 4 illustrates the sizes of pupils with numerical
apertures (NA) on the pupil plane of the illumination optical
system. The distribution of the illumination pupils of the
illumination optical system 22 according to the present exem-
plary embodiment includes four light intensity distributions
(poles) of ILL1 to IL4. As described above, since the aperture
stop 27 is arranged on the pupil plane of the illumination
optical system 22, a plurality of poles may be formed from
one light source 23. A plurality of light sources are not
required owing to a light intensity distribution having a plu-
rality of peaks, so that the detection unit 3 can become simple
or small-sized.

Each of the poles IL1 to IL4 has circular form having
diameter NAp. Here, the intersection point of the X-axis and
the Y-axis is taken as the optical axis of the optical systems,
and the optical axis of the detection optical system and the
optical axis of the illumination optical system are common.

The poles 1.1 and IL.2 are arranged at locations spaced
apart from the optical axis on the Y-axis of the pupil plane by
NAil (NAill) in positive and negative directions, respectively.
In this way, the poles IL.1 and IL.2 may be disposed to be
symmetrical to each other with respect to the optical axis on
axes parallel to the Y-axis direction except for on the optical
axis. The size of the pole is Nap (NAp1).

The poles 113 and 1.4 are arranged at locations spaced
apart from the optical axis on the X-axis of the pupil plane by
NAil (NAil2) in positive and negative directions, respectively.
In this way, the poles 1.3 and IL.4 may be arranged to be
symmetrical to each other with respect to the optical axis on
axes parallel to the X-axis direction except for on the optical
axis. The size of the pole is Nap (NAp2).

In other words, the illumination optical system 22 forms a
distribution of illumination pupils to illuminate the alignment
marks 10 and 11 at an oblique incidence at the same time. The
incidence angle 6 to the alignment marks 10 and 11 is as
follows.

O=sin"} (N4il) Equation 1
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Further, NAo, NAp, and NAil satisty the following Equation
2.

NAo<NAil-NAp/2 Equation 2

In other words, a dark field is configured such that a regular
reflection light (zero-order diffracted light) from the align-
ment marks 10 and 11 is not detected.

Next, the principle of generating a pattern (moiré stripe
pattern) generated by the diffracted light from the alignment
marks 10 and 11 and detection of a relative position thereof
using the moiré stripe pattern will be described with reference
to FIGS. 5A to 5D.

The periods in the measurement direction of the diffraction
gratings formed in the mold and the substrate are slightly
different from each other. If the diffraction gratings having
different periods overlap each other, a pattern (so called,
moiré stripe pattern) having a period reflecting a period dif-
ference between the diffraction gratings appears due to an
interference between the diftracted light from two diffraction
gratings. In this case, since the phase of the moiré stripe
pattern is changed according to a relative position of the
diffraction gratings, a relative alignment of the substrate and
the mold can be realized by observing the moiré stripe pat-
tern.

When the diffraction grating 31 and the diffraction grating
32 having periods slightly different from each other as illus-
trated in FIGS. 5A and 5B overlap each other, the diffracted
light from the diffraction gratings overlap each other, so that
a pattern (moiré stripe pattern) in FIG. 5C having a period
reflecting the period difference is generated. In the moiré
stripe pattern, the locations of brightness and darkness (phase
of the stripe pattern) are changed according to a relative
position of the two diffraction gratings 31 and 32. For
example, if one diffraction grating is shifted in the X-direc-
tion by some degree, the moiré stripe pattern of FIG. 5C is
changed as in FIG. 5D. Since the phase of the moiré stripe
pattern is changed by a period larger than the size of the
actually changed relative position of the two diffraction grat-
ings, a relative position of two objects can be measured with
a high precision even when a resolution of the detection
optical system 21 is low.

Here, if the diffraction gratings of FIGS. 5A and 5B are to
be detected from a bright field (are to be illuminated from a
vertical direction and a diffraction light is to be detected from
a vertical direction) to detect the moiré stripe pattern, zero-
order diffracted light from the diffraction gratings are also
detected. Since the zero-order diffracted light lowers the con-
trast of the moiré stripe pattern, the detection unit 3 according
to the present exemplary embodiment has a configuration of
a dark field which does not detect a zero-order diftracted light
as described above. Thus, any one of the diffraction grating
formed in the mold and the diffraction grating formed in the
substrate is a checkerboard shaped diffraction grating as illus-
trated in FIG. 6A so that the moiré stripe pattern can be
detected even in the configuration of the dark field illuminat-
ing at an oblique incidence. Although the result is the same
even though the checkerboard shaped diffraction grating is
applied to any one of the mold side diffraction grating and the
substrate side diffraction grating, a case of taking the mold
side diffraction grating as the checkerboard shaped grating
will be described as an example.

In the method of detecting a relative position using the
moiré stripe pattern, an alignment can be advantageously
carried out with a high precision even if a detection optical
system with a low resolution is used.

FIGS. 6A and 6B illustrate the diffraction grating 10a of
the mold side alignment mark 10 (first mark), and the diffrac-
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tion grating 11a of the substrate side alignment mark 11
(second mark), for detecting a relative position of the mold
and the substrate in the X-direction, respectively. The mold
side alignment mark 10 is the checkerboard shaped diffrac-
tion grating 10a having a periodic structure with periods Pm
(P1) in each of the X-direction (second direction) and the
Y-direction (first direction). Further, the substrate side align-
ment mark 11 is the diffraction grating 11a having a periodic
structure with a period Pw different from the period Pm in the
X-direction.

The principle of detecting a moiré stripe pattern using the
detection unit 3 while the two diffraction grating 10a (first
diffraction grating) and 114 (second diffraction grating) over-
lap each other will be described with reference to FIGS. 7A
and 7B. Here, although the periods of the diffraction grating
10a in the X-direction and the Y-direction are assumed to be
the same, they may not be necessarily the same, and the
periods of the diffraction grating 10« in the X-direction and
the Y-direction may be different. Here, although a case where
the periods of the diffraction grating 10« in the X-direction
and the Y-direction are the same will be described for ease of
description, the basic description is the same even though the
periods in the X-direction and the Y-direction are different.

FIGS. 7A and 7B are views of the diffraction grating 10a
and the diffraction grating 11a when viewed from a direction
along the X-axis and a direction along the Y-axis, respec-
tively. The moiré stripe pattern for detecting a relative posi-
tion in the X-direction is generated by the poles IL1 and 1.2
lining up in the direction along the Y-axis in the illumination
pupil plane illustrated in FIG. 4.

Here, the diffraction angle ¢ according to the diffraction
grating is expressed in the following equation, where d is the
period of the diffraction grating, A is the wavelength of light,
and n is the order of diffraction.

sin ¢p=ni/d Equation 3

Thus, when the diffraction angles according to the diffraction
gratings 10a and 114 are assumed to be ¢m and ¢w, respec-
tively, following equations can be derived.

sin pm=nhPm Equation 4

sin pw=nh/Pw Equation 5.

The diffracted light in the Y-direction (non-measurement
direction) will be described with reference to FIG. 7A. First,
the diffraction grating 10a and the diffraction grating 11a are
illuminated from the Y-axis direction at an oblique incidence
at the same time by the poles IL.1 and IL2 lining up in a
direction along the Y-axis which is a non-measurement direc-
tion in the illumination pupil plane. The light (zero-order
diffracted light) D1 and D1' regularly reflected by the diffrac-
tion gratings 10a and 11a do not enter the detection optical
system 21 since the detection unit 3 satisfies Equation 2.
Meanwhile, the light D2 and D2' diffracted by the angle ¢m
by the mold side diffraction grating 104 having a period of Pm
in the Y-direction are detected by the detection optical system
21. In the present exemplary embodiment, in order that a
x1-order diffracted light having the highest diffraction inten-
sity among the diffracted light except for the zero-order dif-
fracted light can be detected, Pm, NAo, NAil, and NAp satisfy
the following condition.

|Nail-|sin ¢m||=|Nail-WPm|<NAo+NAp/2 Equation 6

In other words, the diffracted light in the Y-direction can be
detected with the wavelength A in a range satistying Equation
6.
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Here, since the first order diffracted light can be detected
most efficiently when D2 is orthogonal to the Y-axis, when the
central wavelength of the illumination light output from the
light source is assumed to be Ac, the illumination condition
and the period of the mold side diffraction grating is desired
to be adjusted as follows.

NAil-he/Pm=0 Equation 7.

As described above, in the Y-direction, the mold side dif-
fraction grating 10q is illuminated at an oblique incidence, the
light is diffracted in the Y-direction by the diffraction grating
10a and the diffracted light is detected by the detection optical
system 21.

Next, the diffracted light in the X-direction (measurement
direction) will be described with reference to FIG. 7B.

The poles IL.1 and IL.2 lining up along the Y-axis on the
illumination pupil plane enter the diffraction gratings 10a and
11a from a direction orthogonal to the X-axis. Similarly to the
case of the Y-direction, considering the +/-1 order diffracted
light, the diffracted light D4 diffracted to the mold side dif-
fraction grating 10a in the +/-1 order and diffracted to the
substrate side diffraction grating 11« in the +/-1 order enters
the detection optical system 21 at a small angle with respect to
the X-axis as Pm and PW are close to each other. In this case,
the diffraction angle ¢A is expressed in the following Equa-
tion.

sin pA=Ax|Pw-Pm|/PmPw Equation 8

When |Pw-Pm|/PmPw=PA in Equation 8, following equa-
tion can be de derived.

sin pA=NPA Equation 9

This means that a pattern having a period of PA is generated
by the diffracted light D4. The pattern is a moiré stripe pat-
tern, and the period depends on a difference between the
periods of the mold side diffraction grating and the substrate
side diffraction grating. However, since the mold side diffrac-
tion grating has a checkerboard shape in the present exem-
plary embodiment, the period of the generated moiré stripe
pattern becomes PA/2. In this case, since the change of the
relative position of the mold and the substrate is magnified to
the positional displacement of brightness and darkness of the
moiré stripe pattern, an alignment can be carried out with a
high precision even when a detection optical system with a
low resolution is used.

Next, the light diftracted once in any one of the mold side
diffraction grating 104 or the substrate side diftraction grating
11a exits at an angle ¢m or ¢w (D3 of FIG. 7B). Since D3
becomes noise without generating a moiré stripe pattern, it is
desirable that D3 does not detected by the detection optical
system 21. Accordingly, in the present exemplary embodi-
ment, the period of the diffraction grating and the detection
unit 3 are adjusted to satisfy the following Equations 10 and
11.

NAo+NAp/2<Isin ¢m|=NPm Equation 10

NAo+NAp/2<Isin ¢w|=NPw

The light (zero-order diffracted light, D5 of FIG. 7B)
which is not diffracted in the X-axis direction in any one of the
mold side diffraction grating 10a and the substrate side dif-
fraction grating 11a is diffracted on the mold and is regularly
reflected on the substrate to enter the detection optical system
21. The diffracted light (of a total of zero order) which is not
diffracted in the substrate side diffraction grating but is dif-
fracted in the mold side diffraction grating in the X-axis
direction in +/-n-order and -/+n-order before and after
reflected on the substrate, respectively, also enters the detec-

Equation 11
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tion optical system 21. Although the light lowers the contrast
of the moiré stripe pattern without generating a moiré stripe
pattern, since the mold side diffraction grating 10a has a
checkerboard shape in the present exemplary embodiment,
the phases of the diffracted light from the adjacent gratings
are different from each other by &, causing the diffracted light
to be offset. Thus, the intensity of D5 is restrained, enabling to
measure the moiré stripe pattern with a high contrast.

Although the detection of the moiré stripe pattern for mea-
suring a relative position of the mold and the substrate in the
X-direction has been described, the detection of the moiré
stripe pattern for measuring a relative position thereof in the
Y-direction is basically the same except that the directions of
the alignment mark and the oblique incidence illumination
are changed between the X-direction and the Y-direction.

FIGS. 8A and 8B illustrate the diffraction grating 105 of
the mold side alignment mark 10 for detecting a relative
position of the mold and the substrate in the Y-direction and
the diffraction grating 115 of the substrate side alignment
mark 11, respectively. The mold side alignment mark 10
(third mark) is a checkerboard shape diffraction grating 105
(third diffraction grating) having a periodic structure with
periods Pm (P2) in each of the X-direction and the Y-direc-
tion. Further, the substrate side alignment mark 11 (fourth
mark) is the diffraction grating 115 (fourth diffraction grat-
ing) having a periodic structure with a period Pw different
from the period Pm in the Y-direction.

The moiré stripe pattern for detecting a relative position of
the mold and the substrate in the Y-direction is generated by
illuminating the diffraction grating 105 and the diffraction
grating 115 with the light radiated from the illumination
optical system at the same time. In other words, the moiré
stripe pattern is generated by the poles 1.3 and 114 lining up
in a direction along the X-axis in the illumination pupil plane
illustrated in FIG. 4.

Here, in the present exemplary embodiment, the moiré
stripe pattern for measuring a relative position of the mold
and the substrate in the X-direction is generated by the poles
IL1 and IL.2 lining up on an axis parallel to the Y-axis direc-
tion in the illumination pupil plane illustrated in FIG. 4. In
other words, the moiré stripe pattern is generated by the light
intensity distributions lining up in a direction along the mea-
surement direction in the illumination pupil plane.

Meanwhile, Ifthe periods of the alignment mark 10 and the
alignment mark 11 are adjusted, a moiré stripe pattern for
measuring a relative position of the mold and the substrate in
the X-direction also can be generated by the poles IL.3 and IT.4
lining up in a direction along the X-axis in the illumination
pupil plane illustrated in FIG. 4. In other words, the moiré
stripe pattern also can be generated by the light intensity
distributions lining up along a direction orthogonal to the
measurement direction in the illumination pupil plane.

However, in this case, since the incidence angles of the
+1-order diffracted light and -1-order diffracted light
obtained by diffracting I1[.3 and IL.4 in the non-measurement
direction to the diffraction grating 11a become greatly difter-
ent from each other, only one of the +1-order diffracted light
and the —1-order diffracted light can be detected. If they are to
be detected immoderately, the NA of the detection optical
system needs to become very large.

To the contrary, when the moiré stripe pattern is generated
by the poles lining up in a direction along the measurement
direction in the illumination pupil plane, both the +1-order
diffracted light and —1-order diffracted light of the illumina-
tion light diffracted in the measurement by the diffraction
grating 10a may be detected while maintaining a relatively
small detection NA. In other words, since the two times
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diffracted light can be detected, the moiré stripe pattern can be
advantageously detected by a two times amount of light.

U.S. Pat. No. 7,292,326 discuses the position detection
method in which light diffracted by a diffraction grating
formed on a substrate is detected from a direction which is not
vertical to a mold or a wafer. Accordingly, information of
relative positions regarding a plurality of directions cannot be
acquired with one detection unit. Since there is a need to
acquire information of relative positions regarding at least
two directions (for example, the X-direction and the Y-direc-
tion) to carry out an alignment of the substrate and the mold,
at least two detection units are required. Further, if informa-
tion regarding relative positions, for example, at four loca-
tions of a shot is to be acquired to calibrate the shot shapes or
magnifications of the mold and the substrate, eight detection
units are required. Accordingly, since many detection units
are required, apparatus costs are increased, the arrangement
of the optical systems becomes complex, and it becomes
difficult to secure spaces for arranging the optical systems.

Thus, the marks obtained by overlapping the diffraction
gratings 10a and 105 with the diffraction gratings 11a and
115, respectively as in FIG. 9 are detected by using the detec-
tion unit 3 having the illumination pupil distribution and the
detection NA (NAo) as in FIG. 4. As illustrated in FIG. 9, as
the alignment mark in the X-direction and the alignment mark
in the Y-direction are arranged in the field 40 of the detection
unit 3 at the same time, the moiré stripe patterns for the
alignments in the X-direction and the Y-direction can be
observed at the same time. In other words, in the position
detection system according to the present exemplary embodi-
ment, information regarding relative positions in two direc-
tions can be acquired by one detection unit 3 (the detection
optical system 21 and the illumination optical system 22) at
the same time.

Conventionally, one detection unit is required for a mark in
one direction, however, according to present exemplary
embodiment the number of detection units can be reduced as
compared with the conventional technique. Accordingly, a
relative position detection system which is inexpensive and
simplified can be provided.

Although the case where the periods of the diffraction
grating 10a and the diffraction grating 105 are the same and
the periods of the diffraction grating 11a and the diffraction
grating 115 are the same has been described, the present
invention is not limited thereto. Specifically, the periods of the
diffraction grating 10a and the diffraction grating 1056 may be
different from each other, and the periods of the diffraction
grating 11a and the diffraction grating 116 may be different
from each other. Further, the distances from the optical axis of
the detection unit 3 to the poles 1.1 and 1.2 and the distances
from the optical axis to the poles IL.3 and 11.4 may be different
from each other.

Meanwhile, if the diffraction grating 10a and the diffrac-
tion grating 105 are diffraction gratings having periodic struc-
tures with the same periods in the X-direction and the Y-di-
rection, respectively, the alignment mark 10 formed in the
mold may be of one type. Specifically, the diffraction grating
10qa for an alignment in the X-direction and the diffraction
grating 105 for an alignment in the Y-direction may corre-
spond to a common alignment mark, and then, the design of
the alignment mark may be simplified.

Further, in this way, since the diffraction grating 10a and
the diffraction grating 105 may be diffraction gratings having
periodic structures with the same period, the diffraction grat-
ing 10a and the diftraction grating 105 may be a single com-
mon diffraction grating. Specifically, the diffraction grating
10a and the diffraction grating 105 may become one diffrac-
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tion grating having a sufficient area overlapping the diffrac-
tion grating 11a and the diffraction grating 115 at the same
time. Accordingly, the design of the alignment mark may be
simplified.

While a diffracted light can be detected with a wavelength
A in a range satistying Equation 6 in the position detection
system according to the present exemplary embodiment as
described above, it is desirable that the wavelength range is as
wide as possible.

The alignment mark 11 formed in the substrate 8 is rarely
exposed at a surface of the substrate 8, but is mostly formed in
an interior of a process where several to several tens of layers
are stacked. When a layer consisting of a transparent material
is formed on the alignment mark 11, an intensity of the light
reflected from the mark becomes occasionally weak accord-
ing to a wavelength of an illumination light due to thin film
interference. In this case, if the wavelength A of the illumina-
tion light is changed, the illumination light deviates from the
thin film interference condition, enabling visibility of the
mark 11.

Accordingly, it is useful that a wavelength A of the illumi-
nation light is varied over a wide range even when the align-
ment mark is detected by the detection unit 3, and the best
detection condition can be set according to the process pre-
paring the substrate 8. The best detection condition refers to a
condition where, for example, signal intensity or a contrast of
the moiré stripe pattern is maximal. The wavelength A of the
illumination light may be provided by cutting a desired wave-
length bandwidth with a bandpass filter or the like from a light
source having a wide bandwidth wavelength such as a halo-
gen lamp as the light source 23, or by providing a plurality of
light sources having different central wavelengths as mono-
chromatic light sources such as LEDs to change therebe-
tween.

If the wavelength A of the illumination lamp is selected,
since the diffraction condition of Equation 3 is changed, the
signal intensity or contrast of the moiré stripe is changed and
the measurement precision is occasionally lowered. Further, a
wavelength which does not satisty Equation 6 is occasionally
selected. In this case, the NA of the detection optical system,
the light intensity distribution of the illumination optical sys-
tem on the pupil plane, and the periods of the diffraction
gratings of the alignment marks 10 and 11 are also changed,
enabling enhancement of the intensity, contrast, or the like of
the moiré stripe pattern.

Thatis, itis useful that the wavelength A of the illumination
light, the NA of the detection optical system, the pupil distri-
bution form of the illumination optical system, and the peri-
ods of the diftraction gratings of the alignment marks 10 and
11 are properly selected to realize the best detection condition
for the moiré stripe pattern according to the process for pre-
paring the substrate 8. As described above, the changes in the
NA of the detection optical system and the pupil intensity
distribution of the illumination optical system are realized by
changing the prism 24 and the aperture stops 26 and 27
arranged in the detection unit 3. In the present exemplary
embodiment, as in FIG. 4, quadrupole illumination formed of
respective two poles in the X-direction and the Y-direction as
the light intensity distribution of the pupil plain of the illumi-
nation optical system has been described. A dipole illumina-
tion formed of two poles in the X-direction or the Y-direction
may be used as the shape of the light intensity distribution.
Here, a region in the pupil plane having light intensity greater
than circumference is referred to as the pole. Accordingly,
light may exists between the poles. Further, the shape of the
light intensity distribution may be annular shape (annular
illumination). In this case, respective two light intensity peaks
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(poles) are formed in the X-direction and the Y-direction. As
a result, even if the annular illumination is used, the illumi-
nation optical system can irradiate, in the non-measurement
direction, a light having a plurality of poles.

In this way, since the detection unit 3 according to the
present exemplary embodiment detects one moiré stripe pat-
tern vertically by illuminating the alignment mark from two
directions at an oblique angle at the same time, two times of
an amount of light can be secured compared with a conven-
tional measurement optical system for detection from an
inclined direction where illumination is carried out from one
direction at an oblique angle. Accordingly, a relative position
of two objects can be detected with a high precision.

In the present exemplary embodiment, a case where a first
object having a first mark and a third mark is the mold and a
second object having a second mark and a fourth mark is the
substrate has been described. However, the first mark and the
third mark may be formed in the substrate, and the second
mark and the fourth mark may be formed in the mold. How-
ever, among the two objects, the one of the two objects dis-
posed on the light source side needs to be a light transmitting
property to detect a relative position of the two objects
arranged to overlap each other. In the first exemplary embodi-
ment, the mold which is an object having a light transmitting
property is arranged on the light source side along the optical
axis of the position detection apparatus.

A position detection apparatus according to a second
exemplary embodiment will be described.

The position detection apparatus according to the present
exemplary embodiment has the same basic configuration as
that of the position detection apparatus according to the first
exemplary embodiment, except that the illumination pupil
distribution of the detection unit 3 and the configurations of
the alignment marks 10 and 11 are different. Further, the
imprint apparatus including the position detection apparatus
(detection unit 3) according to the present exemplary embodi-
ment have the same basic configurations and the imprint
processing method thereof is the same as those of the first
exemplary embodiment.

FIG. 10 illustrates a relationship between distributions of
illumination pupils of the detection unit 3 (position detection
apparatus) according to the present exemplary embodiment
and a detection NA (NAo). Similarly to FIG. 4, FIG. 10
illustrates the size of pupils as the numerical apertures NA on
the pupil plane of the illumination system. The illumination
pupil distribution of the detection unit 3 according to the
present exemplary embodiment includes two poles of 11.11
and IL12. Each of ILL11 and IL12 is circular poles with a
diameter NAp. Here, a W-axis different from the X-axis and
the Y-axis is newly defined on the XY plane. The W-axis is
defined, for example, as a direction forming 45 degrees with
each of the X-axis and the Y-axis. I.11 and I.12 are arranged
at locations spaced apart from the optical axis on the W-axis
in the pupil plane by NAIl in the positive direction and the
negative direction, respectively.

Thus, according to the present exemplary embodiment, the
alignment marks 10 and 11 are illuminated at an oblique
incidence. NAo, NAp, and NAil satisty the above-described
Equation 2, and are in a dark field configuration in which a
regular reflection light (zero-order diffracted light) from the
alignment marks 10 and 11 is not detected.

FIGS.11A and 11B illustrate an alignment mark 10 formed
in the mold and an alignment mark 11 formed in the substrate,
for detecting a relative position of the mold 7 and the substrate
8 in the X-direction, respectively. The mold side alignment
mark 10 (fifth mark) is a checkerboard shape diffraction
grating 10c (fifth diftraction grating) having a periodic struc-
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ture with a period Pm in each of the X-direction and the
W-direction (third direction). Further, the substrate side
alignment mark 11 (second mark) is a diffraction grating 11¢
(second diffraction grating) having a periodic structure with a
period Pw different from Pm in the X-direction. Here, the
periods of the diffraction grating 10c¢ in the X-direction and
the W-direction are the same, but they may not be the same.
Specifically, the periods of the diffraction grating 10c¢ in the
X-direction and the W-direction may be different.

The principle of detecting a moiré stripe pattern by the
detection unit 3 while the two diffraction grating 10¢ and 11
¢ overlap each other will be described with reference to FIG.
12. The principle is basically the same as the principle
described in the first exemplary embodiment. FIGS. 12A and
12B illustrate the diffraction grating 10c¢ and the diffraction
grating 11¢ viewed from the WZ plane and the XZ plane,
respectively. The moiré stripe pattern for detecting a relative
position in the X-direction is generated by illuminating the
diffraction grating 10c¢ and the diffraction grating 11¢ with
light radiated from the illumination optical system. The moiré
stripe pattern is generated by the poles I[.1 and 11,12 lining up
in a direction along the W-axis in the illumination pupil plane
illustrated in FIG. 10.

The diffraction light in the W-direction (non-measurement
direction) will be described with reference to FIG. 12A. First,
the diffraction grating 10c¢ and the diffraction grating 11¢ are
illuminated at an oblique incidence from the W-direction by
the poles IL.1 and IL.12 lining up in a direction along the
W-axis which is a non-measurement direction in the illumi-
nation pupil plane. Similarly to the first exemplary embodi-
ment, the diffraction angles ¢m and ¢w according to the
diffraction grating 10c¢ and 11c are expressed in Equations 4
and 5.

The light (zero-order diffracted light) D11 and D11' regu-
larly reflected on the diffraction gratings 10c and 11¢ do not
enter the detection optical system 21 since the detection unit
3 satisfies Equation 2. Meanwhile, the diffracted light D12
and D12 diffracted by the angle ¢m, by the diffraction grating
10c having a period of pm in the W-axis direction are detected
by the detection optical system 21. Here, similarly to the first
exemplary embodiment, since Pm, NAo, NAil, and NAp sat-
isfy Equation 6, the diffraction light in the Y-axis direction
can be detected at the wavelength A within a range satisfying
Equation 6.

Further, since a 1-order diffraction light can be detected
most efficiently when D12 is orthogonal to the Y-axis, it is
useful as in the first exemplary embodiment that the illumi-
nation condition and the period of the mold side diffraction
grating are adjusted.

As described above, in the W-direction, the mold side
diffraction grating 10c is illuminated at an oblique angle and
the diffracted light is diffracted in the W-direction by the
diffraction grating 10¢ and detected by the detection optical
system 21.

Next, the diffracted light in the X-direction (measurement
direction) will be described with reference to FIG. 12B. Here,
IL11 and 1112 are originally introduced from a direction
twisted with respect to the plane of paper, but the light actu-
ally detected by the detection optical system 21 is the dif-
fracted light D12 diffracted by ¢m in the W-direction, by the
diffraction grating 10c¢ as described above. Since the dif-
fracted light D12 is diffracted in a direction orthogonal to the
XY plane, considering that the diffracted light D12 is dif-
fracted in the X-direction again corresponds to virtually con-
sidering the incident light I.11" and 1[.12' vertically intro-
duced with respect to the XY plane. Thus, here, the incident
light IL.11" and IL.12' equivalent to the diffracted light D12
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obtained by diffracting I1.11 and I1.12 orthogonally to the XY
plane in the W-axis direction will be used in the following
description for ease of description.

IL11" and IL.12' enter the diffraction gratings 10¢ and 11 ¢
from a direction orthogonal to the X-axis. As in the case of
W-direction, considering the +/-1-order diffracted light, the
diffracted light D14 diffracted in the diffracting grating 10c in
the orders of +/-1, and the diffracted light D14 diffracted in
the diffraction grating 11c in the order of —/+1 enters the
detection optical system 21 at an angle ¢A expressed in Equa-
tion 8. Thus, a moiré stripe pattern having a period of PA/2 is
generated by the diffracted light D14.

Next, the light diffracted once in any one of the diffraction
grating 10c¢ and the diffraction grating 11¢ exits at an angle
¢m or pw (D13 of FIG. 12B). Since D13 does not generate a
moiré stripe pattern but becomes noise, the period of the
diffraction grating and the detection unit 3 are adjusted to
satisfy Equation 11 so that D13 cannot be detected by the
detection optical system 21.

The light (zero-order diffracted light, D15 of FIG. 12B)
which is not diffracted in the X-direction in any one of the
diffraction grating 10¢ and the diffraction grating 11¢ is regu-
larly reflected on the mold and the substrate to enter the
detection optical system 21. Further, the diffracted light (in a
total of zero-order) which are not diffracted in the diffraction
grating formed in the substrate but are diffracted in +/-n-
order and —/+n-order in the X-direction in the diffraction
grating formed in the mold before and after being reflected on
the substrate, respectively, also enters the detection optical
system 21. Although the light lowers the contrast of the moiré
stripe pattern without generating a moiré stripe pattern, since
the diffraction grating 10c¢ is a checkerboard shaped, the
phases of the diffracted light from the adjacent gratings devi-
ate from each other by =, causing the diffracted light to cancel
each other. Thus, the intensity of D15 is restrained, the moiré
stripe pattern can be measured with an excellent contrast.

Although the detection of the moiré stripe pattern for mea-
suring a relative position of the mold and the substrate in the
X-direction has been described, the detection of the moiré
stripe pattern for measuring a relative position thereof in the
Y-direction is basically the same except that the X-directions
and the Y-directions of the diffraction gratings 10c and 11 ¢
are merely exchanged.

FIGS. 13A and 13B illustrate the diffraction grating 104 of
the mold side alignment mark 10 and the diffraction grating
11d of the substrate side alignment mark 11, for detecting a
relative position of the mold and the substrate in the Y-direc-
tion, respectively.

The mold side alignment mark 10 (sixth mark) is a check-
erboard shaped diffraction grating 104 (sixth diffraction grat-
ing) having a periodic structure with periods Pm in each of the
X-direction and the Y-direction. The substrate side alignment
mark 11 (fourth mark) is the diffraction grating 114 (fourth
diffraction grating) having a periodic structure with a period
Pw different from the period Pm in the Y-direction. The moiré
stripe pattern for detecting a relative position of the mold and
the substrate in the Y-direction is generated by overlapping
the diffraction gratings and illuminating the light with the
poles IL11 and IL.12.

Thus, the marks obtained by overlapping the diffraction
gratings 10c¢ and 104 with the diffraction gratings 11¢ and
114, respectively as in FIG. 9 are detected by using the detec-
tion unit 3 having the illumination pupil distribution and the
detection NA (NAo) as in FIG. 10. As illustrated in FIG. 9, as
the alignment mark in the X-direction and the alignment mark
in the Y-direction are disposed in the field 40 of the detection
unit 3 at the same time, the moiré stripe patterns for the
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alignments in the X-direction and the Y-direction can be
observed at the same time. In other words, in the position
detection system according to the present exemplary embodi-
ment, information regarding relative positions in two direc-
tions can be acquired by one detection unit 3 (the detection
optical system 21 and the illumination optical system 22) at
the same time.

Further, the position detection apparatus according to the
present exemplary embodiment can generate moiré stripe
patterns in the X-direction and the Y-direction with a common
illumination pupil distribution. Since this can reduce the
number of light intensity distributions arranged on the illu-
mination pupil plane, the contrast of the moiré stripe pattern
can be restrained from being lowered, for example, due to
generation of a stray light, or the like. Accordingly, an align-
ment of the mold and the substrate can be carried out with a
high precision.

Although the W-axis has been defined as a direction form-
ing 45 degrees with each of the X-axis and the Y-axis in the
present exemplary embodiment, the present invention is not
limited thereto, but, for example, may be defined as a direc-
tion forming 40 degrees or 30 degrees with the X-axis. How-
ever, if the angles of the W-axis with respect to the X-axis and
the Y-axis become different, the basic grating shapes of the
diffraction gratings 10c¢ and the diffraction grating 104 also
become different. As a result, as the diffraction efficiencies of
the diffraction grating 10¢ and the diffraction grating 104
become different, difference in the intensities or contrasts of
the detected moiré stripe patterns is generated. Accordingly,
there is a possibility of causing a difference between the
alignment precisions in the X -direction and the Y-direction. It
is useful that the W-axis is defined as a direction forming the
same angle (45 degrees) with each of the two measurement
directions (X-axis and Y-axis).

Further, although it has been described that the periods of
the diffraction grating 10c¢ and the diffraction grating 104 are
the same and the periods of the diffraction grating 11¢ and the
diffraction grating 114 are the same, the present exemplary
embodiment is not limited thereto. Specifically, similarly to
the first exemplary embodiment, the periods of the diffraction
grating 10¢ and the diffraction grating 104 may be different
from each other, and the periods of the diffraction grating 11¢
and the diffraction grating 114 may be different from each
other.

An imprint apparatus according to a third exemplary
embodiment will be described.

FIG. 14 is a schematic view illustrating a configuration of
the imprint apparatus according to the present exemplary
embodiment. The imprint apparatus 50 according to the
present exemplary embodiment includes a projection optical
system 12. The other configurations of the apparatus and an
imprint processing method are basically the same as the
imprint apparatus 1 described in the first exemplary embodi-
ment.

The projection optical system 12 is arranged immediately
above the mold 7, and images of the alignment mark 10
formed in the mold 7 and the alignment mark 11 formed in the
substrate 8 are projected onto a projection plane 13 of the
projection optical system 12.

Further, the projection optical system 12 includes a beam
splitter 14 therewithin. The beam splitter 14 is an optical
member for selectively reflecting or transmitting light accord-
ing to a wavelength of the light, and for example, can be
designed such that a UV light curing the resin 9 may be
reflected and a visible ray or an infrared ray illuminating the
alignment marks 10 and 11 may be transmitted. The beam
splitter 24 may employ, for example, a dichroic mirror or a
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dichroic prism. FIG. 14 illustrates a case of the beam splitter
14 employing a dichroic mirror.

The irradiation unit 2 radiates a UV light to cure the resin
9 applied on the substrate 8 in the present exemplary embodi-
ment. The irradiation unit 2 radiates light to the beam splitter
14 from a lateral direction of the projection optical system 12,
and the light reflected on the beam splitter 14 transmits some
of'the projection optical system 12 to be radiated to the pattern
7a in a predetermined shape.

The detection unit 3 (position detection apparatus) illumi-
nates the alignment marks 10 and 11 through the projection
optical system 12 (and the beam splitter 14). A relative posi-
tion of the mold and the substrate is detected by detecting an
image ofthe moiré stripe pattern projected onto the projection
plane 13 of the projection optical system 12. The detection
unit 3 may be the detection unit described in the first exem-
plary embodiment, or may be the detection unit described in
the second exemplary embodiment.

The beam splitter 14 may be configured to transmit a UV
light and reflect a visible ray or aninfrared ray. In this case, the
detection unit 3 detects the light obtained by bending the
diffracted light from the alignment mark with the beam split-
ter 14 of the projection optical system 12. In other words, as
the irradiation unit 2 is arranged above the projection optical
system 12, the locations of the detection unit 3 and the irra-
diation unit 2 are opposite to those of FIG. 14.

By configuring the apparatus in this way, there is no need to
retreat the detection unit 3 when a UV light is radiated even if
a detection unit 3 arranged such that the optical axis thereof is
vertical to the mold and the substrate is used. A time for a
retreatment of the detection unit 3 after an alignment mark is
detected by the detection unit 3 becomes unnecessary.
Accordingly, the productivity of the imprint apparatus can be
enhanced.

Further, in the imprint apparatus 50 according to the
present exemplary embodiment, a folding mirror 15 may be
arranged in the vicinity of the projection plane 13 of the
projection optical system 12. The illumination light illumi-
nated from the detection unit 3 and the diffracted light from
the alignment marks 10 and 11 are bent by the folding mirror
15 at a location where the luminous flux diameter is small in
a direction parallel to the XY plane. Thus, even when the
diameter of the detection unit 3 becomes larger by enlarging
the NA of the detection optical system 21 or the illumination
optical system 22 to enlarge a detection wavelength range or
increase an amount of illuminated light, the degree of free-
dom of arrangement increases and the detection unit 3 can be
arranged at a spatially available location. In addition, as the
degree of freedom of arrangement of the detection unit 3
increases, the degrees of freedom of arrangement of the align-
ment marks 10 and 11 formed in the mold 7 and the substrate
8 can also increase.

When there is no projection optical system 12 according to
the present exemplary embodiment, the detection unit 3 needs
to avoid interference with a mold driving mechanism or a
mold magnification calibrating mechanism configured in a
mold holding unit 4. Accordingly, the detection unit 3 needs
to be arranged at a location spaced apart from the mold 7 to
some degree or the diameter thereof needs to be as small as
possible. If the detection unit 3 is arranged at a location
spaced apart from the mold 7, the detection unit 3 becomes
larger to widen the luminous flux diameter thereof and there
is a limit in a place where the detection unit 3 is disposed,
making the degree of freedom of arrangement of the align-
ment mark lower.

Further, ifthe detectionunit 3 is to be arranged such that the
diameter thereof is small, as the NAs of the detection optical
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system 21 and the illumination optical system 22 become
smaller, an amount of light illuminating the alignment mark is
reduced and the bandwidth of the detected wavelength
becomes narrower. As a result, a precision in the relative
alignment between the mold and the substrate may be low-
ered.

By configuring the projection optical system 12 according
to the present exemplary embodiment, the NA of the detec-
tion optical system 21 or the illumination optical system 22 of
the detection unit 3 can be enlarged without worrying about
an interference with the mold driving mechanism or the mold
magnification calibrating mechanism or the restriction on the
arrangement of the alignment marks 10 and 11. As a result, a
detected wavelength range of the detection unit 3 can be
enlarged and an amount of illuminated light can be increased.
Further, a relative alignment of the mold and the substrate can
be carried out with a high precision.

In addition, the detection unit (position detection appara-
tus) of the present invention is not limited to an imprint
apparatus, and may be used in an apparatus for measuring a
relative position of two objects to carry out an alignment. The
two objects are not limited to the mold and the substrate only
if a relative position of the two objects can be detected. In this
case, the alignment mark 10 is formed in one of the two
objects and the alignment mark 11 is formed in the other
object. The detection unit needs to be arranged to detect the
alignment marks at the same time.

A method for manufacturing a device (a semiconductor
integrated circuit device, a liquid crystal display device, and
the like) includes a process of forming a pattern on a substrate
(a wafer, a glass plate, and a film substrate) by using the
above-described imprint apparatus. Further, the method for
manufacturing a device includes a process of etching the
substrate where the pattern is formed. In addition, a method
for manufacturing other articles such as a patterned media
(recording medium) or an optical device may include another
processing for machining instead of etching the substrate
where the pattern is formed. The article manufacturing
method according to the present exemplary embodiment is
advantageous in at least one of a performance, a quality, a
productivity, and manufacturing costs of an article as com-
pared with a method according to the conventional technique.

Although the exemplary embodiments of the present
invention have been described, the present invention is not
limited thereto but may be changed and modified without
departing from the spirit of the present invention.

While the present invention has been described with refer-
ence to exemplary embodiments, it is to be understood that
the invention is not limited to the disclosed exemplary
embodiments. The scope of the following claims is to be
accorded the broadest interpretation so as to encompass all
modifications, equivalent structures, and functions.

What is claimed is:
1. An imprint apparatus for transferring a pattern formed on
a mold to an imprint material supplied to a substrate, the
apparatus comprising a detection apparatus configured to
detect light diffracted by diftraction gratings formed on the
mold and the substrate,
wherein the detection apparatus comprises
an illumination optical system configured to illuminate a
first diffraction grating having periods in each of a first
direction and a second direction different from the first
direction, and a second diffraction grating having a
period different from the period in the second direction
of the first diffraction grating in the second direction, at
an oblique incidence; and
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a detection optical system configured to detect diffracted
light from the first diffraction grating and the second
diffraction grating,

wherein the illumination optical system includes a first
pole and a second pole which is in opposite side of the
first pole with respect to an optical axis on a pupil plane
thereof, and

wherein the detection optical system detects the light dif-
fracted by the first diffraction grating and the second
diffraction grating by illuminating the first diffraction
grating and the second diffraction grating with the light
from the first pole and the second pole at an oblique
incidence in the first direction radiated from the illumi-
nation optical system.

2. The imprint apparatus according to claim 1,

wherein the detection apparatus detects a diftracted light
diffracted from the first diffraction grating formed on
one of the mold and the substrate and the second diffrac-
tion grating formed on another one of said one of the
mold and the substrate and adjusts positions of the mold
and the substrate in the second direction based on the
detected diffracted light.

3. An imprint apparatus for transferring a pattern formed on
a mold to an imprint material supplied to a substrate, the
apparatus comprising a detection apparatus configured to
detect light diffracted by diffraction gratings formed on the
mold and the substrate,

wherein the detection apparatus comprises

an illumination optical system configured to illuminate a
fifth diffraction grating having periods in each of a sec-
ond direction and a third direction different from the
second direction and a first direction perpendicular to
the second direction, and a second diffraction grating
having a period different from the period in the second
direction of the fifth diffraction grating in the second
direction, at an oblique incidence, and illuminate a sixth
diffraction grating having periods in each of the third
direction and the first direction, and a fourth diffraction
grating having a period different from the period in the
first direction of the sixth diffraction grating in the first
direction, at an oblique incidence; and

a detection optical system configured to detect diffracted
light from the fifth diffraction grating and the second
diffraction grating, and diffracted light from the sixth
diffraction grating and the fourth diffraction grating,

wherein the illumination optical system includes a first
pole and a second pole which is in opposite side of the
first pole with respect to an optical axis on a pupil plane
thereof,

wherein the detection optical system detects the light dif-
fracted by the fifth diffraction grating and the second
diffraction grating by illuminating the fifth diffraction
grating and the second diffraction grating with the light
from the first pole and the second pole at an oblique
incidence in the third direction radiated from the illumi-
nation optical system, and

wherein the detection optical system detects the light dif-
fracted by the sixth diffraction grating and the fourth
diffraction grating by illuminating the sixth diffraction
grating and the fourth diffraction grating with the light
from the first pole and the second pole at an oblique
incidence in the third direction radiated from the illumi-
nation optical system.

4. The imprint apparatus according to claim 3,

wherein the detection apparatus detects a diftracted light
diffracted from the fifth diffraction grating formed on
one of the mold and the substrate and the second diffrac-
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tion grating formed on another one of said one of the
mold and the substrate, detects a diffracted light dif-
fracted from the sixth diffraction grating formed on one
of the mold and the substrate and the fourth diffraction
grating formed on another one of said one of the mold
and the substrate, adjusts positions of the mold and the
substrate in the second direction based on the detected
diffracted light diffracted from the fifth diffraction grat-
ing and the second diffraction grating, and adjusts posi-
tions of the mold and the substrate in the first direction
based on the detected diffracted light diffracted from the
sixth diffraction grating and the fourth diffraction grat-
ing.
5. An imprint apparatus for transferring a pattern formed on
a mold to an imprint material supplied to a substrate, the
apparatus comprising a detection apparatus configured to
detect light diffracted by diftraction gratings formed on the
mold and the substrate,
wherein the detection apparatus comprises
an illumination optical system configured to illuminate a first
diffraction grating having periods in each of a first direction
and a second direction different from the first direction, and a
second diffraction grating having a period in a second direc-
tion different from the period of the first diffraction grating in
the second direction, at an oblique incidence, and illuminate
a third diffraction grating having periods in each of the first
direction and the second direction, and a fourth diffraction
grating having a period different from the period of the third
diffraction grating in the first direction, at an oblique inci-
dence; and
a detection optical system configured to detect diffracted
light from the first diffraction grating and the second
diffraction grating, and diffracted light from the third
diffraction grating and the fourth diffraction grating,
wherein the illumination optical system includes a first
pole and a third pole on a pupil plane thereof,
wherein the detection optical system detects the light dif-
fracted by the first diffraction grating and the second
diffraction grating by illuminating the first diffraction
grating and the second diffraction grating with the light
from the first pole at an oblique incidence in the first
direction radiated from the illumination optical system,
and
wherein the detection optical system detects the light dif-
fracted by the third diffraction grating and the fourth
diffraction grating by illuminating the third diffraction
grating and the fourth diffraction grating with the light
from the third pole at an oblique incidence in the second
direction radiated from the illumination optical system.
6. The imprint apparatus according to claim 5,
wherein the detection apparatus detects a diffracted light
diffracted from the first diffraction grating formed on
one of the mold and the substrate and the second diffrac-
tion grating formed on another one of said one of the
mold and the substrate, detects a diffracted light dif-
fracted from the third diffraction grating formed on one
of the mold and the substrate and the fourth diffraction
grating formed on another one of said one of the mold
and the substrate, adjusts positions of the mold and the
substrate in the second direction based on the detected
diffracted light diftracted from the first diffraction grat-
ing and the second diffraction grating, and adjusts posi-
tions of the mold and the substrate in the first direction
based on the detected diffracted light diffracted from the
third diffraction grating and the fourth diffraction grat-
ing.
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7. A device manufacturing method, comprising:
forming a pattern on a substrate using an imprint apparatus;
and
machining the substrate on which the pattern is formed,
wherein the imprint apparatus is configured to transfer a
pattern formed on a mold to an imprint material supplied
to the substrate,
wherein the imprint apparatus comprises a detection appara-
tus configured to detect light diffracted by diftraction gratings
formed on the mold and the substrate,
wherein the detection apparatus comprises
an illumination optical system configured to illuminate a
first diffraction grating having periods in each of a first
direction and a second direction different from the first
direction, and a second diffraction grating having a
period different from the period in the second direction
of'the first diffraction grating in the second direction, at
an oblique incidence; and
a detection optical system configured to detect diffracted
light from the first diffraction grating and the second
diffraction grating,
wherein the illumination optical system includes a first
pole and a second pole which is in opposite side of the
first pole with respect to an optical axis on a pupil plane
thereof, and
wherein the detection optical system detects the light dif-
fracted by the first diffraction grating and the second
diffraction grating by illuminating the first diffraction
grating and the second diffraction grating with the light
from the first pole and the second pole at an oblique
incidence in the first direction radiated from the illumi-
nation optical system.
8. A device manufacturing method, comprising:
forming a pattern on a substrate using an imprint apparatus;
and
machining the substrate on which the pattern is formed,
wherein the imprint apparatus is configured to transfer a
pattern formed on a mold to an imprint material supplied
to the substrate,
wherein the imprint apparatus comprises a detection appara-
tus configured to detect light diffracted by diftraction gratings
formed on the mold and the substrate,
wherein the detection apparatus comprises
an illumination optical system configured to illuminate a
fifth diffraction grating having periods in each of a sec-
ond direction and a third direction different from the
second direction and a first direction perpendicular to
the second direction, and a second diffraction grating
having a period different from the period in the second
direction of the fifth diffraction grating in the second
direction, at an oblique incidence, and illuminate a sixth
diffraction grating having periods in each of the third
direction and the first direction, and a fourth diffraction
grating having a period different from the period in the
first direction of the sixth diffraction grating in the first
direction, at an oblique incidence; and
a detection optical system configured to detect diffracted
light from the fifth diffraction grating and the second
diffraction grating, and diffracted light from the sixth
diffraction grating and the fourth diffraction grating,
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wherein the illumination optical system includes a first
pole and a second pole which is in opposite side of the
first pole with respect to an optical axis on a pupil plane
thereof,
wherein the detection optical system detects the light dif-
fracted by the fifth diffraction grating and the second
diffraction grating by illuminating the fifth diffraction
grating and the second diffraction grating with the light
from the first pole and the second pole at an oblique
incidence in the third direction radiated from the illumi-
nation optical system, and
wherein the detection optical system detects the light dif-
fracted by the sixth diffraction grating and the fourth
diffraction grating by illuminating the sixth diffraction
grating and the fourth diffraction grating with the light
from the first pole and the second pole at an oblique
incidence in the third direction radiated from the illumi-
nation optical system.
9. A device manufacturing method, comprising:
forming a pattern on a substrate using an imprint apparatus;
and
machining the substrate on which the pattern is formed,
wherein the imprint apparatus is configured to transfer a
pattern formed on a mold to an imprint material supplied
to the substrate,
wherein the imprint apparatus comprises a detection appara-
tus configured to detect light diffracted by diftraction gratings
formed on the mold and the substrate,
wherein the detection apparatus comprises
an illumination optical system configured to illuminate a first
diffraction grating having periods in each of a first direction
and a second direction different from the first direction, and a
second diffraction grating having a period in a second direc-
tion different from the period of the first diffraction grating in
the second direction, at an oblique incidence, and illuminate
a third diffraction grating having periods in each of the first
direction and the second direction, and a fourth diffraction
grating having a period different from the period of the third
diffraction grating in the first direction, at an oblique inci-
dence; and
a detection optical system configured to detect diffracted
light from the first diffraction grating and the second
diffraction grating, and diffracted light from the third
diffraction grating and the fourth diffraction grating,
wherein the illumination optical system includes a first
pole and a third pole on a pupil plane thereof,
wherein the detection optical system detects the light dif-
fracted by the first diffraction grating and the second
diffraction grating by illuminating the first diffraction
grating and the second diffraction grating with the light
from the first pole at an oblique incidence in the first
direction radiated from the illumination optical system,
and
wherein the detection optical system detects the light dif-
fracted by the third diffraction grating and the fourth
diffraction grating by illuminating the third diffraction
grating and the fourth diffraction grating with the light
from the third pole at an oblique incidence in the second
direction radiated from the illumination optical system.
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